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llie nikiocaiiiiiulet that thinks like a main&ame 


The SuperPET 9000 series, an extension 
of the popular Commodore 8032 micro¬ 
computer. 

For the price of a microcomputer, the 
SuperPET offers features and lanraages 
normally associated with much larger 
systems. 

The addition of a 6809 microprocessor 
has provided 134K totd memory, a powerful 
communications facility via a standard 
RS232C interface, and the ability to support 
numerous interpretative languages. 

These languages are available via an ex¬ 
tensive software package developed by 


Waterloo Computing Services Ltd. 

In addition the SuperPET operates in 
standard Commodore 8032 mode so that 
8000 series software is compatible. 

A three-stage toggle switch is mounted 
on the side of the unit to control the manner 
in which the microprocessor system is select¬ 
ed. Options are for 6502,6809 and PROG, the 
latter being a software controlled micro¬ 
processor system. 

The standard IEEE-488 interface allows 
a range of peripherals to be plugged into the 
system for data and program storage. 



commodore 

COMPUTER 








Full 80-column screen 


Integrated unit 


Powerful 134K memory 


High-speed communication via 
R^32C interface 


Full-size professional keyboard 



-BASIC on power-up 

Other languages selectable 
Separate numeric keyboard 


SuperPET9000 Series 


Spec ifications 


SCREEN_ 

31 cm (12 inch picture tube) 

2000 character display, organised into 25 lines of 80 
columns. 

128 ASCII and 128 graphics characters. 

Full APL character set. 

8 X 8 dot matrix for each ASCII/graphics character. 

Green phosphor screen. Adjustable brightness. 

Selectable line spacing in 8032 mode; 

IV2 inches with text mode 
1 inch with graphics mode 

Four display fonts; 

Commodore upper/lowercase roman 
Waterloo APL Commodore graphics 
Waterloo upper/lower case roman 

MEMORY_ 

A pseudo 16-Bit 6809 based system 
36K ROM (Read Only Memory) 

96K User RAM (Random Access Memory) 

2K bytes of screen memory 
IK bytes of I/O memory 

PROGRAMMING FEATURES 

Two modes of use — 8032 and 6809. 

6502 and 6809 Microprocessors. 

8032 Mode 

BASIC version 4.0. 

Machine Language Monitor provided in ROM. 

960 simple variables. 

960 intergers. 960 string variables. 

960 multi-dimensional array fields for the above 3 
types of variables. 

Up to 80 characters per program line with several 
statements per line. 

Programmable clock. 

9-digit floating point binary arithmetic. 

True random number generator. 

Supports multiple languages. 

6809 Mode 

Multiple language support; 

Waterloo micro BASIC microPascal 
microFORTRAN Waterloo APL 

microEDITOR and Assembler (6809) 
MicroSUPERVISOR operating system; 

Monitor, Library and serial line communications 
support. 
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Commodore Information Centre 
P.O. Box 336, Artarmon, NSW 2064 Australia, 
Telephone (02)437 6296 


SCREEN EDITING CAPABILITIES _ 

Full cursor control (up, down, right, left) 

Cursor home and clear screen function. 

Character insert and delete. 

Reverse character fields. Overstriking. 

RETURN key sends entire line to CPU regardless 
of cursor position. 

Defineable screen window with independant scrolling. 
Erase to beginning and end of line commands. 

Scroll up and down commands. 

Line insert and delete commands. 

Two display modes - Text and Graphics in 8032 mode. 

KEYBOARD 

73-key typewriter style keyboard with graphic 
capabilities. 

11-key numeric keyboard for entry of numeric data. 
Repeat function with all keys. 

Escape, control and tab keys. 

Cursor control keys and text edit keys standard. 
APL overlay available. 

INPUT/OUTPUT 

8 bit parallel user port. 

IEEE-488 bus that will support up to 12 pieripherals. 
2 Cassette ports in 8032 mode. 

Memory and I/O expansion connectors. 

Serial Output Port. 

RS232C interface in 6809 mode. 


POWER REQUIREMENTS 

Volts : 240 VAC 
Cycles : 50 Hz 

Watts : 120 W_ 

PHYSICAL SIZE _ 

Height : 356 mm (14 inches) 

Width : 419 mm (I6V2 inches) 

Depth : 470 mm (I8V2 inches) 

Shipping Weight : 24.0 kg (53 V4 lb) 

Shipping Volume : 580 x 530 x 460 mnis(23 x 21 x 
18 inches) 

ACCESSORIES 

Code 113020 PET to IEEE cable 
— connects peripheral devices to the computer 


PANATRONICS PTY. LTD. 

691 whitfhcr:e road 

MONT 41 BE - I. VtC. 3127 
PHONE 890 0579 


Specificntion.s .siilijirt to chanfio without iiotii-o. (’odo lilZltM 














































